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Methoxyl 

content (%)

Hydroxypropoxyl 

content (%)

Moisture    

(%)

Ash content  

(Na2SO4) (%)

Viscosity range 

(2%, 20°C) mPa

METOLOSE       

90SH - 15000

19 - 24

4 - 12

max. 5.0

max. 1.0

12,000 - 18,000

METOLOSE 

90SH - 15000   

ShinEtsu

TYPE OF POLYMER

Hydroxypropyl Methylcellulose
(
1.Methyloxirane:  REACH  No.: 01-2119480483-35 : 
2.Chlomethane: pre registration REACH No :05-2114650762-47 ( registration expected  in 2013)
spécifications
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PACKAGING 


METOLOSE 90SH-15000 is supplied in 4 plies paper bag (including three outside layers of craft paper and one internal layer of polyethylene film), each containing 20 kg net.
STORAGE

METOLOSE 90SH-15000 should be stored dry in its original packaging.

Storage temperature : max. 35 °C – Relative moisture : < 70 %

FRP Services Europe reserves the right to change the information given herein without prior notice. We believe this information to be reliable, but do not guarantee its applicability to the user’s process or assume liability for occurrence arising out of its use. The user, by accepting products described herein agrees to be responsible for thoroughly testing any application before committing to production.
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		Reference		Methoxyl content (%)		Hydroxypropoxyl content (%)		Moisture    (%)		Ash content  (Na2SO4) (%)		Viscosity range (2%, 20°C) mPa

		METOLOSE       90SH - 15000		19 - 24		4 - 12		max. 5.0		max. 1.0		12,000 - 18,000






