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PANEL ROVING    

PropERTIES
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( Excellent mechanical properties
( Low static
( Excellent dispersion
( Good chopping
[image: image1.jpg]The prepared resin are applied onto the moving fiim ot the even speed. The resin's thickness Is
controlled by the scraper. The chopped roving evenly distriouted uniformly on the resin and after
impregnated a second fiim are deposited on fop and thiough drag, the moterials are entered
Info the mold with oven which keep certain femperature for curing and forming and cutted by
certain length.

E Glass Assembled Roving for Transparent Panel

The products are designed to use reinforcing silane size and provide excellent stiffness,
dispersion , fast wet-out, allowing high intensity panel and excellent transparency.
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PACKAGING 


The spool shall be packed with heat shrinkage plastic film or PE stretched film, then put it into cardboard carton or on pallet, 48 or 64 spools on each pallet, average spool weight is 17kg. 
Loading quantity of 1 x 20ft container: 10 big pallets and 10 small pallets, 
Net weight is approx 19.300 Kg.

STORAGE

Unless otherwise specified, the product shall be stacked in dry and cool area, don’t open the package when not used to avoid damp. 

Storage temperature : max. 35 °C – Relative moisture : < 70 %
FRP Services Europe reserves the right to change the information given herein without prior notice. We believe this information to be reliable, but do not guarantee its applicability to the user’s process or assume liability for occurrence arising out of its use. The user, by accepting products described herein agrees to be responsible for thoroughly testing any application before committing to production.
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