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SINGLE YARN
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Guangyuan New Material
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(g/1000m)

Solids (%)

Moisture 

(%)

Tensile 

Strength 

(gf/tex)

Length  

(m/bobbin)

ISO1889

ISO1887

ISO3344

ISO3341

EC9 136

ECG 37

136.00±4.00

1.00±0.20

<0.15

0.70±0.10

28±4

>50

62 600

EC9 68

ECG 75

68.70±1.70

1.00±0.20

<0.20

0.70±0.10

28±4

>45

125 000

EC9 34

ECG 150

34.00±1.80

1.10±0.15

<0.10

0.70±0.10

28±4

>50

108 400

EC7 45

ECE 110

45.00±1.25

1.25±0.20

<0.20

0.70±0.10

28±4

mini 50

161 500

EC7 22

ECE 225

22.50±1,10

1.20±0.20

<0.15

0.90±0.12

36±5

mini 50

160 000

EC6 68

ECDE 75

68.00±2.00

1.10±0.15

<0.10

0.70±0.10

28±4

mini 50

54 000

EC5 11

ECD 450

11.20±0.60

1.20±0.20

<0.15

0.90±0.15

36±6

mini 60

168 000

EC5 5.5

ECD 900

5.60±0.35

1.20±0.20

<0.15

0.90±0.15

36±6

mini 60

203 000

Style

TPC  (turns)

ISO1890


PACKAGING 
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T1  /  80%    

(kg)

T2  /  20%   

(kg)

EC9 136

ECG 37

B8

8,51±0,25

mini 4.00

66

_

EC9 68

ECG 75

B8

8,60±0,20

mini 5.00

66

_

EC9 34

ECG 150

B4

3,69±0,19

mini 2.00

120

180

EC7 45

ECE 110

B4

7,27±0,25

mini 4.00

120

180

EC7 22

ECE 225

B4

3,60±0,18

mini 1.50

120

180

EC6 68

ECDE 75

B8

3,67±0,11

mini 2.00

66

_

EC5 11

ECD 450

B41

1,88±0,10

mini 0.80

120

180

EC5 5,5

ECD 900

B41

>1,14

mini 0.70

120

180

Style

Loading quantity               

( bobbins/pallet)                     

2 layers        3 layers


STORAGE

Our yarn  should be stored dry in its original packaging.

Storage temperature : max. 35 °C – Relative moisture : < 70 %

FRP Services Europe reserves the right to change the information given herein without prior notice. We believe this information to be reliable, but do not guarantee its applicability to the user’s process or assume liability for occurrence arising out of its use. The user, by accepting products described herein agrees to responsible for thoroughly testing any application before committing to production.
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_1494053251.xls
Feuil1

		Style				Tex (g/1000m)		Solids (%)		Moisture (%)		TPC  (turns)				Tensile Strength (gf/tex)		Length  (m/bobbin)

						ISO1889		ISO1887		ISO3344		ISO1890				ISO3341

		EC9 136		ECG 37		136.00±4.00		1.00±0.20		<0.15		0.70±0.10		28±4		>50		62,600

		EC9 68		ECG 75		68.70±1.70		1.00±0.20		<0.20		0.70±0.10		28±4		>45		125,000

		EC9 34		ECG 150		34.00±1.80		1.10±0.15		<0.10		0.70±0.10		28±4		>50		108,400

		EC7 45		ECE 110		45.00±1.25		1.25±0.20		<0.20		0.70±0.10		28±4		mini 50		161,500

		EC7 22		ECE 225		22.50±1,10		1.20±0.20		<0.15		0.90±0.12		36±5		mini 50		160,000

		EC6 68		ECDE 75		68.00±2.00		1.10±0.15		<0.10		0.70±0.10		28±4		mini 50		54,000

		EC5 11		ECD 450		11.20±0.60		1.20±0.20		<0.15		0.90±0.15		36±6		mini 60		168,000

		EC5 5.5		ECD 900		5.60±0.35		1.20±0.20		<0.15		0.90±0.15		36±6		mini 60		203,000






_1494054218.xls
Feuil1

		Style				Bobbin type		T1  /  80%    (kg)		T2  /  20%   (kg)		Loading quantity               ( bobbins/pallet)                     2 layers        3 layers

		EC9 136		ECG 37		B8		8,51±0,25		mini 4.00		66		_

		EC9 68		ECG 75		B8		8,60±0,20		mini 5.00		66		_

		EC9 34		ECG 150		B4		3,69±0,19		mini 2.00		120		180

		EC7 45		ECE 110		B4		7,27±0,25		mini 4.00		120		180

		EC7 22		ECE 225		B4		3,60±0,18		mini 1.50		120		180

		EC6 68		ECDE 75		B8		3,67±0,11		mini 2.00		66		_

		EC5 11		ECD 450		B41		1,88±0,10		mini 0.80		120		180

		EC5 5,5		ECD 900		B41		>1,14		mini 0.70		120		180






