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Unit

E-1000

E-2000

E-3000

E-4000

E-5000

Thickness (dry)

mm

1 - 1.4

1.8 - 2.3

2.7 - 3.3

3.6 - 4.4

4.5 - 5.4

Weight

g/m²

65

80

95

130

140

Width

cm

100

100

100

100

100

Roll length

m

100

70

50

40

35

Roll diameter

cm

45

45

45

45

45
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DESCRIPTION


· Easycore® is a low density, non woven laminatable 

Core material containing thermoplastic hollow microspheres.

MAIN FEATURES in the laminate


· Low density

· High flexural strength and improvement of impact strength

· Low interlaminar stress

· Reduction of shrinking effects

· Reduction of print-through effects

TYPICAL PROPERTIES


5 standard grades. 
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Special widths and roll lengths on demand

PACKAGING 

.
Each individual roll is wrapped with translucent polyethylene film.
STORAGE

Easycore® should be stored dry in its original packaging, in dry, well ventilated rooms.

The storage time is unlimited

FRP Services Europe reserve the right to change the information given herein without prior notice. We believe this information to be reliable, but do not guarantee its applicability to the user’s process or assume liability for occurrence arising out of its use. The user, by accepting products described herein agrees to responsible for thoroughly testing any application before committing to production.
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				Unit		E-1000		Moisture content (%)		E-2000		E-3000		E-4000		E-5000

		Thickness (dry)		mm		1 - 1.4				1.8 - 2.3		2.7 - 3.3		3.6 - 4.4		4.5 - 5.4

		Weight		g/m²		65		0		80		95		130		140

		Width		cm		100				100		100		100		100

		Roll length		m		100				70		50		40		35

		Roll diameter		cm		45				45		45		45		45






