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DIRECT ROVING FOR FILAMENT WINDING,
PULTRUSION, WEAVING

XREEELISEY  REABERERIBN , @BTUP. EP, VEKR , ERESR. fiI
B RREIZ , B ZNATEE. ELEH. BEMSE
basalt direct roving, which is coated with a silane-based sizing compatible
with UP, EP, VE resins. It is designed for filament winding, pultrusion and weaving
applications and is suitable for use in pipes, pressure vessels and profile.
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Excellent mechanical property of composite products.
Excellent chemical corrosion resistance.

Good processing properties, low fuzz.

Fast and complete wet-out.

Multi-resin compatibility.

HIES# Data Parameter

XS Rfl Example YW11.Q1.22-2400-A

RIEHIZEEL Type of Size Bz Silane

=iB%IS Size Code Q1

BRI E 200 600 700 400 1200
Typical Linear Density (tex) 500 300 1200 1400 800 1600 2400
F4EERR Filament (um) 15 16 16 17 18 18 22

#I s tE8ER B Production Mechanical Propertities Example

TR AR =539101.Q1.16-1200-AF RAISEIR(E | (NViteE
The data below are actual experiment values for 101.Q1.16-1200-A tand for reference only.
HEESE E:0iv) L{E Wit 75i%
Mechanical Properties Unit Value Method
FI{RSRE MPa 2237 GB/T 20310
Tensile Strength
iR MPa 88083 GB/T 20310
Tensile Modulus
@R ARSI Technical Parameters
HRERE BKE E1)S =% Wi BRE
Linear Density (%) Moisture Content (%) Size Content (%) Breaking Strenth(N/Tex)
1SO1889 1SO 3344 1SO 1887 1SO 3341
>0.45(22pm)

£5 <0.10 0.60+0.15 20.55(16~18um)

>0.60(<16um)

B%(58 Packaging

#bE S Package Height (mm) 260

#DEER Package Diameter (mm) 270

VB &8 Package Weight (kg) 15

FIELHE N Number Of Doffs Per Pallet 48/64

SEEE Net Weight Per Pallet (kg) 720/960

{8 R Diameter Of Pallet(mm) 1120x1120x940/1120x1120x1200

TERRBEF ST RERT TIRRRNKES , SRR, B2IFE =Y URZE.
Baslt Fiber products should be stored in a dry,cool and moisture-proof area, and
they should remain in their original package until prior to use.
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DIRECT ROVING FOR PULTRUSION,
ROVING

XREERARELY , RERBERRERER , EATUP. EP. VERR , ERESR. I
wEIZ A ZNATiEHN=RM. B8, ENESRSE.
basalt direct roving, which is coated with a silane-based sizing compatible
with UP, EP, VE resins. It is designed for filament winding, pultrusion and weaving
applications and is suitable for use in pipes, pressure vessels and profile.

FRiEs Product Characteristics

SAH R IERE Excellent mechanical property of composite products.
ST 22 e Excellent chemical corrosion resistance.

VR " Good processing properties, low fuzz.
ERTSHERR TP o ang complete wet-out.

RERETE Multi-resin compatibility.
SZ M igaE Tt

#HiE=# Data Parameter

X556 Example YW11.Q1.13-2400-B

RSB Type of Size kR Silane

BRiEFIKS Size Code Q1

HRIZLRE Typical Linear Density (tex) 1200 2400 4800 9600
F4EER Filament (um) 13/16 13/16/18 13/16/18 18

i AREtE Technical Parameters

SmERE BKE C1)3Y= s L E

Linear Density (%) Moisture Content (%) Size Content (%) Breaking Strenth(N/Tex)

1SO1889 1SO 3344 1SO 1887 ISO 3341
>0.45(18pum)

+5 <0.10 0.60+0.15 >0.50(16pm)
>0.55(13pm)

%58 Packaging

#bES & Package Height (mm) 260

#bPF B4R Package Diameter (mm) 270

#bFE R Package Weight (kg) 20

5L AN Number Of Doffs Per Pallet 48/64

SEER Net Weight Per Pallet (kg) 960/1280

#E£ R~ Diameter Of Pallet 1120x1120%x940/1120x1120x1200

BB RREF ST RER T TIEMERNRES |, MEXRE , B2THFE &Y . URZHE.
Baslt Fiber products should be stored in a dry,cool and moisture-proof area, and
they should remain in their original package until prior to use.
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DIRECT ROVING
FOR WEAVING

XHEERLRAY  REREEREREN  BRTHE. BESFSTINERR  BE
MR T ZERMRE , MZNATHRRAMEREST P,
basalt direct roving, which is coated with a silane-based sizing compatible
with EP, PF and other resins. It has excellent strands integrity for weaving application,
can be widely applied in woven fibre composites industry.

~miFs Product Characteristics

ST LR R Excellent strands integrity

S BIH ER L  1EBE Excellent mechanical property of composite products.
MBI B RIS Excellent chemical corrosion resistance.

FERTZMHET  BEREN Good processing properties, low fuzz.

HiES#H Data Parameter

KSR Example YW41.Q3.16-200
BIAIEE Type of Size F5, Silane
=IEFIRES Size Code Q3
BRI Typical Linear Density (tex) 200/300/600 500 1200
F4EER Filament (um) 16 15 16/22

R ARIEHE Technical Parameters

4 Bk TSR
Line%r%?n@tﬁy (%) Moisture Content (%) Size Content (%)
1SO1889 ISO 3344 ISO 1887
=5 <0.10 0.65+0.15
%58 Packaging

#bEE E Package Height (mm) 260

2)BIE1R Package Diameter (mm) 270

#bFE R Package Weight (kg) 15

FELEANE Number Of Doffs Per Pallet 48/64

SEER Net Weight Per Pallet (kg) 720/960

R Diameter Of Pallet 1120x1120X940/1120X1120x 1200

TERRXREAETRERT TIENRENRES , NEFRA , B2TFE &2 L.
Baslt Fiber products should be stored in a dry,cool and moisture-proof area, and
they should remain in their original package until prior to use.
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